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o 1 NEW FLEXIBLE COUPLING BETWEEN EXISTING CAST IRON
- PIPE (APPROX 13.36" 0.0> AND NEW DUCTILE IRON PIPE

2, NEW 12* DIA CLASS 53 DUCTILE IRON PIPE, THREADED
AT ONE END TO RECEIVE NEW THREADED FLANGE

3. NEW DUCTILE IRON THREADED FLANGE FOR 12° DIA
DUCTILE [RON PIPE

4, NEW DUCTILE IRON FLANGE FITTING. 12°X8* TEE. (BOLTED)

S. NEW DUCTILE IRON FLANGE FITTING, 12'X&* REDUCER
CBOLTED)

N
N

150"
INS

€. NEW DUCTILE IRON FLANGE FITTING, 6°X10‘ SUDDEN
s — < EXPANSION WITH 6° DIA DUCTILE IRON FLANGED
T OUTLET ON TOP (BOLTED)

: 7. NEW DUCTILE IRON THREADED FLANGE FOR 10° DIA
£ DUCTILE IRON PIPE

8. NEW 10 DIA CLASS 53 DUCTILE I[RON PIPE, THREADED
P AT ONE END TO RECEIVE NEW THREADED FLANGE

a 9, NEW FLEXIBLE COUPLING BETWEEN EXISTING CAST IRON
PIPE (APPROX 1114" 0.D> AND NEV DUCTILE IRON PIPE

10 NEW STEEL PIPE CLAMP PROPERLY SIZED FOR 10° DUCTILE
IRON PIPE TO PROVIDE AN AXIAL LOAD RESISTANCE OF 2500 LB
11 NEW STEEL PIPE CLAMP PROPERLY SIZED FOR 8" DUCTILE
IRON PIPE TO PROVIDE AN AXIAL LOAD RESISTANCE OF 2500 LB
a 12, NEW FLEXIBLE COUPLING BETWEEN EXISTING CAST IRON
PIPE (APPROX 907“ 0D AND NEW DUCTILE IRON PIPE

13, NEW 8° DIA CLASS 53 DUCTILE IRON PIPE, THREADED

. AT ONE END TO RECEIVE NEW THREADED FLANGE

El 14. NEW DUCTILE IRON THREADED FLANGE FOR 8° DIA

6D

EXISTING
VALVE

EXISTING DUCTILE IRON PIPE
WATER 15. NEW 8 DIA CLASS 53 DUCTILE IRON PIPE, THREADED
METER

AT BOTH ENDS TO RECEIVE NEV THREADED FLANGES
16, NEW 6' GATE VALVE (BOLTED)
L 17, NEW 8° OS&Y GATE VALVE, BOLTED CLOCKED IN THE
a OPEN POSITION A
. 18, NEW DUCTILE IRON FLANGE FITTING, 8° DIA \4]4/ E%E/HCDDNNSIHTRI%ﬁgH WATER METER VAULT
S0 DEGREE ELBOW Senh aya = o
19, NEW DUCTILE IRON FLANGE FITTING, 8°X6" TEE

20, NEW DUCTILE IRON FLANGE FITTING, 6 DIA
S0 DEGREE ELBOW

< 21 NEW 6* DIA CLASS 53 DUCTILE IRON PIPE, THREADED
” AT BOTH ENDS 7O RECEIVE NEW THREADED FLANGES

EXISTING

NOTE: AFTER ALL TESTING IS COMPLETED THE CONTRACTOR SHALL

22, NEW DUCTILE IRON THREADED FLANGE FOR 6”
DIA. DUCTILE IRON PIPE

APPLY ONE COAT OF BITUMINOUS PAINT ON ALL NEW AND EXISTING
NUTS, BOLTS, PIPE, SUPPORTS, HANGERS AND FRICTION CLAMPS.
(BEFORE COATING EXISTING ITEMS REMOVE ALL LOOSE RUST AND

23, NEW ADJUSTABLE PIPE SUPPORT, FOR 12° DIA DUCTILE SCALES
IRON PIPE (CARPENTER & PATERSON, FIG 101, STEEL WITH -
. ﬂ STANDARD AND FLANGE AT THE BASE, OR EQUIVALENT
QP 24. NEW ADJUSTABLE PIPE SUPPORT, CUSTOM SADDLE FOR
3 METER (CARPENTER & PATERSON, FIG 101, STEEL WITH
a STANDARD AND FLANGE AT THE BASE, OR EQUIVALENT>
5. NEW ADJUSTABLE PIPE SUPPORT, FOR 10° DIA DUCTILE
4 < B 4 s IRON PIPE (CARPENTER & PATERSON, FIG 101, STEEL WITH
Yo . a » N STANDARD AND FLANGE AT THE BASE, OR EQUIVALENT>
4 P ) -
26, NEW_ADJUSTABLE PIPE SUPPORT, FOR 8’ DIA PIPE
(CARPENTER & PATERSON, FIG 101, STEEL WITH
STANDARD AND FLANGE AT THE BASE, OR EQUIVALENT
PLAN OF WATER METER VAULT 27, NEW ADJUSTABLE PIPE HANGER FOR 6° DIA DUCTILE
IJRON PIPE (CARPENTER & PATERSON FIG, 100 C.1. CLEVIS
NEW CONDITIONS HANGER, FIG. 94 3/4° DIA ALL-THREADED STEEL HANGER
SCALE! 3/47=1'-0" ROD AND FIG 513 3/4“ SELF DRILLING ROD HANGER
SHELL OR EQUIVALENT)
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10'-0

< ) 1 REMOVE EXISTING DRESSER COUPLING ON
a7y < EXISTING 12" DIA. CAST IRON PIPES

NS

15'-0"

T - 2. REMOVE EXISTING 12" DIA CAST IRON PIPE
T—12

13 < 3. REMOVE EXISTING THREADED FLANGE BOLTED TO
I/ EXISTING CAST IRON TEE FITTING

\EXISTING 4| 4. REMOVE EXISTING CAST IRON FLANGED FITTING
2' DIA la LTED)

/E
L]

L dl2’x8* TEE, BO E
REMAIN 14 5. REMDVE EXISTING CAST IRON FLANGED FITTING

20 cleX6* REDUCER, BOLTED) <

, 6, REMOVE EXISTING STRUCTURAL STEEL PIPE SUPPORT

C4"X4'X1/4* ANGLES AND 4°XL°X1/4" TS. WELDED) 4

6
:‘/ 7. REMOVE EXISTING CAST IRON FITTING <6°X10* SUDDEN 9 2l <
EXPANSION WITH 67 DIA FLANGED OUTLET ON TOP) -

8, REMOVE EXISTING THREADED FLANGE BOLTED TO 4 20
EXISTING CAST IRON SUDDEN EXPANSION FITTING

16
NS 9. REMOVE EXISTING 10¢ DIA CAST IRON PIPE 4
AN B 10, RENOVE EXISTING DRESSER COUPLING ON 2 I= h
7 EXISTING 10" DIA. CAST IRON PIPES.

11, REMOVE EXISTING STEEL FRICTION CLAMP ON
EXISTING 10° DIA, CAST IRON PIPE

a - 12, REMOVE EXISTING STEEL FRICTION CLAMP ON o 4
EXISTING 8" DIA. CAST IRON PIPE. -

13, REMOVE EXISTING DRESSER COUPLING ON

. EXISTING 8° DIA, CAST IRON PIPES,
'\17 14, REMOVE EXISTING 8" DIA CAST IRON PIPE

EXISTING
VALVE TO
REMAIN

6-0"

EXISTING

REMAIN

P -

EXISTING
VALVE TO
REMAIN

15, REMOVE EXISTING THREADED FLANGE BOLTED TO B 2
a EXISTING 8" GATE VALVE

. 16, REMOVE EXISTING 8" GATE VALVE (BOLTED) - 74 g <
16 < 17, REMOVE EXISTING 8" DOUBLE CHECK VALVE (BOLTED) - < a “

. P 4
a 18, REMOVE EXISTING CAST IRON FLANGED FITTING = = 4 <
a’ <8" DIA. 90 DEGREE ELBOW, BOLTED>

18 19, REMOVE EXISTING CAST IRON FLANGED FITTING
<@°X6* TEE, BOLTED)
@ 20. REMOVE EXISTING CAST IRON FLANGED FITTING m
6 6" DIA. 90 DEGREE ELBOV, BOLTED) qg SECTION THROUGH WATER METER VAULT
a 21, REMOVE EXISTING THREADED FLANGE BOLTED TO REMD\/ALS
2 20 EXISTING CAST IRON S0 DEGREE ELBOW FITTING SCALE: 3/4" = 1'-0¢
j / 22, REMOVE EXISTING 6° DIA CAST IRON PIPE
! 23, REMOVE EXISTING THREADED FLANGE BOLTED T0
H - m EXISTING 6" GATE VALV

24. REMOVE EXISTING 6° GATE VALVE (BOLTED)

S

I

25, REMOVE EXISTING METAL PIPE SUPPORT HANGER
26, REMOVE EXISTING 6" DIA CAST IRON PIPE

PLAN OF WATER METER VAULT
REMOVALS
SCALEr 374" = 1'-0"
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DRAWN S
ICHECKED REPAIRS TO WATER METER VAULT, BUILDING 1
APPROVED REMOVALS
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GENERAL NOTES:

1 THE CITY WATER PRESSURE IS APPROXIMATELY 60 PSI

2. PRIOR TO AWARD OF THIS CONTRACT THE CONTRACTOR
0 THE GOVERNMENT THAT HE

MUST PROVIDE EVIDENCE Tl

IS QUALIFIED AND EXPERIENCED TO PERFORM THE WORK

IN THIS CONTRACT., SUCH EVIDENCE SHALL BE DEMONSTRATED
BY HAVING PERFORMED SIMILAR TYPE WORKTHE RECENT PAST.

3 SCHEDULE THE SHUT DOWN OF THE WATER SUPPLY SYSTEM
FOR A FRIDAY MORNING, AS SOON AS THE WATER SUPPLY
HAS BEEN SHUT OFF PURSUE ALL WORK TO COMPLETION AS
QUICKLY AS POSSIBLE; WORKING ON FRIDAY, SATURDAY,
SUNDAY SO THAT ALL WORK IS COMPLETE BY TUESDAY OF
THE NEXT WEEK

PARKING
LoT

PARKING
LaT

4. CONTRACTOR PERFORMING THE WORK MUST BE A LICENSED
(MASSACHUSETTS) PIT FITTER

S. AFTER REMOVAL WORK HAS BEEN COMPLETED AND BEFORE

THE NEW WORK HAS STARTED THE CONTRACTOR SHALL REMOVE
ALL DIRT AND DEBRIS FROM THE FLOOR OF THE VAULT.

BOSTON
GAS
PARKING
LoT

PARKING
LoT

f—)
PARKING
Lot

)

PARKING
Lot
BUILDING 3 BUILDING 4
GRASS
—‘7
WORK SITE
BUILDING
1
GRASS —
G
]
PARKING &
BUILDING 2 Lot >
\ a
%
E
PARKING =
Lot
3
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VOLPE CENTER PLAN APPROVED LOCATION PLAN
SCALE: 1° = 60' APPROVED
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MATCH LINE
EXISTING TH —‘ T T o
PLANTER } 5]
EXISTING PLANTER | =
[ l_r'}

CONCRETE SIDEWALK

EXISTING 2 DIA,
COPPER T
SPR]NKLER P]PE

EX[STING CDNERETE\

PRE\/ENTER ENCLDSURE
MOUNTED ON

EXISTING GRASS

EXISTING 10‘\‘

uNE

EXISTING BUSHES (DO NOT

EXISTING GRASS

[
[
™7
I
[ N
I
I
[

? EXISTING 8
DIA FIRE
PREITECT[EIN

™ exasing

EXISTING GRASS <

[

METER VAULT

/EXISTING TREE (TYPICAL)

EXISTING 2" DIA GALVANIZED
/STEEL SPRINKLER LINE

| ——— SEE DRAWINGS 0D0-0003 & 00-0004
FOR REMOVALS AND NEW WORK

&

WATER

BUILDING 1
MAIN LOBBY

PLANTER

BUILDING 2

)
| ——— EXISTING 12* DIA WATER
| |+ LINE AND VALVE (PROPERTY
I~ | | — oF D
%/

EXISTING 16° DIA cnv(
WATER LINE AND VALVES

BROADWAY

SITE PLAN

WATER LINE

VALVE

(VALVE
SWITCH

<

VALVE DETAIL,
SCALE! 3/4" =

BUILDING 1

0

SCALE: 1/8° = 10"

EXISTING OS&Y GATE

ON 8° FIRE

PROTECTION LINE

HAS TAMPER
ON 1T

1. SHUT OFF GATE VALVES PRIOR TO BEGINNING WORK, OBTAIN PERMISSION
FROM THE ISEI\/ERNMENT PR]EIR TO SHUTTING THE VALVES CEINTRACTEIR SHALL
PURCHASE WRENCH TO SHUT OFF GATE VALVE UNDER THE SIDEW!

TURN THE WRENCH EI\/ER TO THE GOVERNMENT AT THE CEIMPLET]EIN EIF THE
CONTRACT

2 AFTER \/ALVES HA\/E BEEN SHUT OFF INSTALL A FLEXIBLE HOSE
BETWEEN TwO BIB TYPE CDNNEET]DNS ON THE TOPS OF EACH \/AL\/E,
(HOSE AND CDNNEET[DNX SHOULD BE ABLE TO WITHSTAND THE VAT

WHICH 1S 60 P.S1>. AFTER THE HOSE IS IN PLACE OPEN THE 3/4" GATE
VALVES AT EACH END OF THE HOSE

3, REPLACE ALL NUTS AND BOLTS ON_UPPER AND LOWER FLANGES OF THE
EXISTING GATE VALVE. REPLACE BOLTS ONE AT A TIME, BOLT SIZE IS
APPROX, 5/8° DIA CVERIFY IN FIELD), MANY OF THE NUTS AND BOLTS ARE SO
RUSTED THAT THEY MAY HAVE TO BE DRILLED OUT.

4. REMOVE ALL LOOSE RLST FROM THE VALVE BY SCRAPING AND WIRE
BRUSHING. PRIME AND PAINT THE GATE VALVE (COLOR TO BE WHITE).
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